Jimi-laT

1.PC Tool Start UP

1.1 Unzip the file Jimi—PCtools_V1.0

38 Jimi-PCtools V1.0.rar

1.2 Open Jimi—Pctools

&&4 Jimi-PCtools

1.3 Set up the language as fol lowing step
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1.5 Set up the language as fol lowing step

Input Your account and password
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1.6 Set up the language as fol lowing step

Connect the Tracker with the specific cable then select the port as below,after that click
Connect

1.7 Set up the language as fol lowing step

Device status information will show on the right side as below

45 Jimi—PCtools V0. 99 OL- o x

J|m|I0|[:] ‘Ci L]

device info config debug configuation ID: 100105

Model : LLO1 a.] Comd: Prolific U: # Device Connecting Help|

Firmvare version: NT97C_LLO1 _WAAJ V9.5 220905. 1748

® ChiplD 19 41 DO 24 DE 42 CA DG 00 OC 4 |

Bluetooth MAC check C4A8281CD23

Command pwd status OFF
check

Language check 0 (0=English, 1=C
GPS DATA check OFF

Center number choek CENTER2: CENTE

GPS Interval check 10,180
4 »
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1. Device Connecting Help

(1) If you are not able to connect the device, please get help from Device Connecting
Help, some time maybe the driver is not installed.

-I-.j COM4: Prolific USB-t % Device Connecting Help

e e B

(2) Select the Model on left side, then click Install. Please make sure the device
connect cable is the specific cable of your model. You can connect with your sales

representative to get the specific cable.

Select Model (LLo1

)
Current Driver Blific GPS 1013 20090319)

line/upgrade

Please use the configuratig
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2. Parameter Configuration Setting up

(1) Click Config-LLO1config, then you will have the parameter setting list as below

4§ Jimi-PCtools V0.99 (i ]

miler L7, & & &

device info config debug confiquation

] Austo Start

1D: 100105

0 Failes 0 DTSR

Item Quantity 14

Setup Genter
ikier: \ Add 27605642044 Nunber Nunber
Setup time zone ust:;"". time 0 8 ‘
Setup vibration
alarm 1 [ nes) GPRS
Setup install
alarm @ GPRS ‘
Setup speeding
e 2 e8] GRS 2 110
Setup low—
battery alarm @) GPRS |
Setup Stopmode G 600 0 0
Setip woxkine Tracking mode 10 180 ‘
Setup GPS DATA (s ]
Setup GSH Z ‘
Interval
Setup SERVER P 127.0.0.1 1433
APN Name check ‘
Center number
cheek
PS Interval ‘
check
<] | »

(2) Modify the parameter as you like, then click the Save to Device Button
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3. Debugging Page

(1) You can send command according to the command list

LLo1

device info config debug  configuation ID: 100105

T:2023-05-12 14.40:46
S:AT"GT_CM=STATUS#

T:2023-05-12 14:40:59
RY:Sensor 0K

Sensor_OK

T:2023-05-12 14:41:02
RY:Sensor 0K

T:2023-05-12 14:49:26
RY:
[VERSION]NTS7C_LLOT_WAAJ V9.5 _220905. 1748

T:2023-05-12 14:50:21
RY:Sensor 0K

T:2023-05-12 14.51:56
S:AT"GT_CM=STATUS#

T:2023-05-12 14.51:56

RY

GNSS:30 fix:Signal Level:30,26, 28, 28,28, 0:5VS Used in fix:6(13) :CELL:GSM. network ok (4
1:2023-05-12 14.51:57

RY:) ;S0C:Linkdown;charge out;stop state;Defense:ON;movement:0;

T:2023-05-12 14:52:03
S:AT 6T CM=Version#

T:2023-05-12 14.52:03
RY

[vénsmu]urvm_um _WAAJ V9. 5_220905. 1748

Commar
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4. Configuration

(1) This page is mostly for the Jimi Technical Support team, we also still optimizing, we
will give you more information from version V1.0



